Laser-based powder bed fusion (L-PBF) is nowadays the preeminent additive manufacturing (AM) technique to produce metal parts. Nonetheless, relatively few metal powders are currently available for industrial L-PBF, especially if aluminum-based feedstocks are involved. In order to fill the existing gap, A357.0 (also known as A357 or A13570) powders are here processed by L-PBF and, for the first time, the fatigue behavior is investigated in the as-built state to verify the net-shaping potentiality of AM. Both the low-cycle and high-cycle fatigue areas are analyzed to draw the complete Wohler diagram. The infinite lifetime limit is set to 2 × 10 6 stress cycles and the staircase method is applied to calculate a mean fatigue strength of 60 MPa. This value is slightly lower but still comparable to the published data for AlSi10Mg parts manufactured by L-PBF, even if the A357.0 samples considered here have not received any post-processing treatment.
Introduction
Additive manufacturing, also known as three-dimensional (3D) printing, includes a wide group of technologies that are able to produce a 3D part according to a Computer Aided Design (CAD) model by adding material one layer at the time until the desired shape is finished. With respect to conventional subtractive or formative methods such as extrusion, forging, machining, etc., AM allows for wider freedom in geometry, reduced design constraints, minor assembly and joining requirements, limited material waste, and a shorter time-to-market [1] . In addition, AM methods are often regarded as "near net shaping techniques", even if the layered strategy at the core of AM inherently poses several issues about the surface finishing of printed parts, with a roughness commonly exceeding an Ra value of 10 µm [2] . Moreover, even if optimized processing parameters may lead to almost fully dense parts, with densities exceeding 99.5%, some pores and microstructural defects are unavoidably stress failure. This investigation paves the way for the statistical estimation of fatigue strength according to the staircase method.
Materials and Methods

AM Conditions
The specimens for the fatigue tests were manufactured on the X Line 2000R (Concept Laser GmbH, Lichtenfels, Germany) additive system according to the process parameters listed in Table 1 .
The build platform was pre-heated in order to obtain an in situ aging effect, which made it possible to minimize the anisotropy of the finished part [15] and slow the cooling rate, thus reducing the residual stress state as compared to unheated parts [32] . For this reason, no stress-relieving treatment was performed on the built parts. In order to verify the "near net shaping" nature of L-PBF, all of the samples were tested in the as-built condition. The size and geometry for the fatigue test specimens conformed to the prescription for test pieces with tangentially blending fillets between the test section and the gripping ends as specified in standard UNI EN 3987:2010 [37] . Details are reported in Figure 1 , where dimensions are expressed in millimeters. All samples were built parallel to the Z (build) direction, namely 90° with respect to the build platform, as shown in Figure 2 . The Z building direction was chosen intentionally, since it is usually considered the most critical direction in PBF techniques [9, 38] . 
Axial Fatigue Tests
Axial fatigue tests were performed on an MTS 858 Mini Bionix II (MTS Systems Corp., Eden Prairie, MN, USA) instrument. Tests were conducted under ambient conditions with a relative humidity of about 40%. A cyclic frequency of 5 Hz and a stress ratio R = σmin/σmax = 0 (origin) were used. The infinite lifetime limit was set to 2 × 10 6 cycles for all tests. The applied testing procedures complied with two different standards to draw the Wohler diagram and to statistically estimate the fatigue strength. 
Axial fatigue tests were performed on an MTS 858 Mini Bionix II (MTS Systems Corp., Eden Prairie, MN, USA) instrument. Tests were conducted under ambient conditions with a relative humidity of about 40%. A cyclic frequency of 5 Hz and a stress ratio R = σ min /σ max = 0 (origin) were used. The infinite lifetime limit was set to 2 × 10 6 cycles for all tests. The applied testing procedures complied with two different standards to draw the Wohler diagram and to statistically estimate the fatigue strength.
Construction of the Wohler Diagram
Standard UNI EN 3987:2010 [37] was applied to draw the Wohler diagram. In brief, the standard provides the following guidelines to produce an S-N curve:
1.
An initial test is performed at a peak stress level that is likely to induce a failure in 1 × 10 5 cycles; according to the standard, if no other information is available but tensile test data exist, it is expected that an initial test at a stress of ((UTS + 0.2% PS)/2) will produce a failure, where UTS is the ultimate tensile stress and 0.2% PS is the stress at which 0.2% plastic deformation occurs.
2.
The peak stress level is reduced by 40 MPa for the next test; according to standard UNI EN 3987:2010, this stress reduction should produce a life in the order of 1 × 10 7 stress-cycles unbroken. However, it is worth noting that the infinite lifetime limit in the present investigation was set to 2 × 10 6 cycles, as previously stated.
3.
If the test "2" fails before attaining the critical number of stress cycles, the peak stress level must be reduced by a further 20 MPa and the fatigue test must be repeated to provide an unbroken test result at the critical number of stress cycles.
4.
The next test must be performed at a peak stress level up to 40 MPa higher than that used for the initial test "1". This increment is expected to bring about a test endurance of around 1 × 10 4 stress-cycles.
5.
If the sample in test "4" is able to survive more than 1 × 10 4 stress cycles, the peak stress must be increased by a further 20 MPa and the test must be repeated.
6.
The procedure is repeated until any obvious gaps in the S-N curve are filled.
Since A357.0 parts processed by L-PBF are new to the scientific literature, previous information about the fatigue behavior was not available and therefore tensile data were determined according to standard UNI EN ISO 6892-1:2016 [39]. To this end, 17 samples were built parallel to the Z direction by applying the same processing parameters listed in Table 1 and following the size and geometry specifications included in the aforementioned standard UNI EN ISO 6892-1:2016 [39] .
With the purpose of drawing the Wohler diagram, 13 samples were tested at different peak stress levels, as detailed in Table 2 . In order to obtain average data, at least two samples were cycled at each stress level, except for low stress levels that were further investigated by means of the staircase method, as explained in Section 2.2.2. It is worth noting that the procedure described above matches the guidelines provided by standard UNI EN 3987:2010 [37] to draw the Wohler curve by using the minimum number of test pieces. The standard does not recommend any minimum number of samples to test for each stress level.
Statistical Estimation of Fatigue Strength
Standard ISO 12107:2012 (staircase method) [40] was applied to provide the mean value of the fatigue strength and an estimate of the standard deviation in spite of the widely scattered data that are often associated with the fatigue resistance of AM parts, especially in the high-cycle fatigue region [20] . Based on the standard, 15 test specimens were needed for exploratory research and they were tested according to the following general guidelines:
1.
Rough estimates of the mean fatigue strength and related standard deviation should be known a priori. The first sample, randomly chosen, is tested at a peak stress level preferably close to the estimated mean fatigue strength. A stress step, d, is fixed preferably close to the standard deviation; if no other information is available, d can be assumed to be 5% of the estimated mean fatigue strength.
2.
If the first specimen fails before reaching the given number of cycles (2 × 10 6 in the present test, as previously stated), the peak stress level for the next specimen is reduced by step d; otherwise, if no failure occurs, the peak stress level for the next specimen is increased by the same step.
3.
The procedure is repeated until all of the specimens have been tested.
4.
The test data are rearranged in order to count the occurrence of "failure" and "non-failure" events of specimens tested at different stress levels; the statistical analysis must be applied to the group of events with the lower number of observations. 5.
If S 0 ≤ S 1 ≤ . . . ≤ S l denote the stress levels arranged in ascending order, where l is the number of stress levels tested, and if f i denotes the number of events associated with the S i stress level and d denotes the stress step, the mean and the standard deviation of the fatigue strength at the given fatigue life are calculated from Equations (1) and (2), respectively:
where:
In Equation (1), (−1/2) is used when the analyzed event is failure; (+1/2) is used when the analyzed event is non-failure.
Equation (2) applies for D ≥ 0.3. If this condition is not satisfied, the standard deviation can be estimated as [40, 41] :σ
The equations are based on the assumption that the step size d lies in the interval 0.5σ y to 2.0σ y , whereσ y is the standard deviation as calculated from Equation (2) or Equation (3).
Standard ISO 12107:2012 [40] also describes how to estimate the lower limit of the fatigue strengtĥ y (P, 1−α) at a given probability P of failure, assuming a normal distribution, at the confidence level (1-α) from the equation:ŷ
where the coefficient k (P, 1−α,υ) is the one-sided tolerance limit for a normal distribution and its value depends on the number of degrees of freedom, ν, that was used in estimating the standard deviation (which is equal to the number of data items minus 1). 
Analysis of Fracture Surfaces
The fracture surfaces of samples that failed under low-cycle fatigue conditions (peak stress level: 130 MPa) and under high-cycle fatigue conditions (peak stress level: 60 MPa) were observed with a scanning electron microscope, SEM (ESEM, Quanta FEI, Eindhoven, The Netherlands), operated in high vacuum mode.
Results
Representative stress-strain curves under tensile load are reported in Figure 3 . The curves of 5 specimens are illustrated to show data repeatability. This figure also includes the tensile properties in terms of yield stress (0.2% PS), ultimate tensile stress (UTS), elasticity modulus (E), and elongation to fracture (A t ).
level (1-α) from the equation:
where the coefficient ( ,1− , ) is the one-sided tolerance limit for a normal distribution and its value depends on the number of degrees of freedom, ν, that was used in estimating the standard deviation (which is equal to the number of data items minus 1).
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Results
Representative stress-strain curves under tensile load are reported in Figure 3 . The curves of 5 specimens are illustrated to show data repeatability. This figure also includes the tensile properties in terms of yield stress (0.2% PS), ultimate tensile stress (UTS), elasticity modulus (E), and elongation to fracture (At). The results of the axial fatigue tests conducted according to standard UNI EN 3987:2010 [37] are specified in Table 2 . Based on the tensile tests, the value of UTS (ultimate tensile stress) and the value of 0.2% PS (the level of stress at which 0.2% plastic deformation occurs) for the specimens built parallel to the Z direction were found to be 305 ± 15 MPa and 192 ± 17 MPa, respectively ( Figure 3 ). However, a preliminary axial fatigue test performed at a stress level of 240 MPa, which corresponded to (UTS + 0.2% PS)/2) as required by UNI EN 3987:2010 [37] , led to a premature failure; this required lowering the stress level to below 200 MPa. Based on the experimental outcomes in Table 2 , the fatigue strength at the given fatigue life of 2 × 10 6 stress cycles could be preliminarily estimated at 50 MPa, which was thus the entry stress level for the staircase method. The results of the axial fatigue tests conducted according to standard UNI EN 3987:2010 [37] are specified in Table 2 . Based on the tensile tests, the value of UTS (ultimate tensile stress) and the value of 0.2% PS (the level of stress at which 0.2% plastic deformation occurs) for the specimens built parallel to the Z direction were found to be 305 ± 15 MPa and 192 ± 17 MPa, respectively (Figure 3 ). However, a preliminary axial fatigue test performed at a stress level of 240 MPa, which corresponded to (UTS + 0.2% PS)/2) as required by UNI EN 3987:2010 [37] , led to a premature failure; this required lowering the stress level to below 200 MPa. Based on the experimental outcomes in Table 2 , the fatigue strength at the given fatigue life of 2 × 10 6 stress cycles could be preliminarily estimated at 50 MPa, which was thus the entry stress level for the staircase method.
The set of data obtained by means of the staircase method is given in Table 3 . As shown in the last column in Table 3 , the number of non-failures (i.e., 9) exceeded the number of failures (i.e., 6) and therefore the failure event was considered in the statistical analysis. Since at the lowest stress level (50 MPa) all samples survived, only two stress levels were considered in the statistical analysis, with S 0 = 60 MPa and stress step d = 10 MPa [42] . The results of the analysis are reported in Table 4 .
With the coefficients in Table 4 , the mean value of the fatigue strength at the given fatigue life of 2 × 10 6 cycles could be calculated according to Equation (1) asμ y = 60 MPa. As to the standard deviation, Equation (3) was used, obtainingσ y = 5.3 MPa. The basic condition 0.5σ y (= 2.65) < d (= 10) < 2σ y (= 10.6) MPa was satisfied, thus confirming the validity of the staircase approach applied here. Using the coefficients tabulated in standard ISO 12107:2012 [40] and the values forμ y andσ y calculated above and introducing them in Equation (4), the lower limit at 10% probability of failure, at the confidence level of 95%, was calculated to beŷ (10,95) = 44 MPa. Table 3 . Staircase test data obtained in accordance with standard ISO 12107:2012 [40] . "X" stands for a failure event; "O" stands for a non-failure event; S i is the stress level applied. Table 4 . Analysis of the data in Table 3 .
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The complete Wohler diagram, which clearly shows a linear trend in log-log coordinates until the infinite life limit is reached, is drawn in Figure 4 . The critical comparison of the fatigue results to the rare data published in the open literature becomes challenging, because diverse geometries and loading conditions are applied in different contributions. For example, it is known that the fatigue resistance at completely reversed stressing (R = −1) is usually higher at rotating-bending than at tension-compression; for axial fatigue, the fatigue resistance at tension-compression, in its turn, is usually higher than that at tension-tension [15] . As a term of comparison, independent of the building orientation, the SLM AlSi10Mg specimens investigated by Mower and Long [9] achieved lower mechanical properties with respect to wrought Al6061, which was considered a benchmark. In more detail, the fatigue strengths of SLM AlSi10Mg parts were about 60% that of wrought Al6061. Indicatively, based on the Wohler diagram presented by Mower and Long [9] , a cyclic stress amplitude of ∼80 MPa led to failure at 7 × 10 5 cycles, whereas the 1 × 10 7 cycle run-out was measured at ∼55 MPa for AlSi10Mg parts manufactured in the vertical direction and tested under the fully reversed rotating mode [9] . Quite interestingly, according to Mower and Long [9] , the fatigue behavior was not sensibly improved by surface finishing. The metallographic observation reported by Mower and Long [9] revealed the existence of numerous pores and microstructural faults distributed throughout the volume of the built parts. As a consequence, the surface finishing improved the surface roughness but revealed the sub-superficial defects that became new surface notches. Brandl et al. [15] instead proposed a "T6" thermal post-treatment, combined with a final surface finishing, as a possible way to increment the fatigue behavior of PBF aluminum alloy parts, which may pave the way for the future development of high-performance L-PBF A357.0 parts.
Siddique et al. investigated instead the fatigue behavior of AlSi12 parts processed by SLM, with and without base plate heating (200 • C) and stress relief (240 • C). All of the samples were surface-finished before testing. When the specimens were cycled under constant stress levels (R = −1), the best results in terms of fatigue life were achieved by the parts without base plate heating and without stress relief that reached a fatigue life of about 17.5 × 10 4 cycles under a cyclic load of 240 MPa. However, a very high fatigue scatter was observed as a consequence of the stochastic presence of large pores and defects. Heating the base plate slightly lowered the fatigue life, but it also substantially reduced the scatter. To the contrary, the effect of stress relief on specimens built on a heated base plate was negligible. The complete Wohler diagram showed that samples produced with base plate heating and then stress relief reached a fatigue strength of 80 MPa at 10 7 cycles, thus surpassing the greatest part of AlSi alloys processed by means of SLM, whose fatigue strength at 10 7 cycles is usually recorded in the range of 55 to 70 MPa [26] .
Very recently, Yang et al. [36] proposed an accurate investigation of the relationship existing between process parameters and porosity development in A357.0 parts. In order to highlight the effects of porosity on the mechanical properties of finished parts, Yang et al. compared the fatigue behavior at R = 0.1 with a frequency of 100 Hz of three different kinds of samples, namely (i) as-built samples (no sub-surface porosity removal; no surface finishing); (ii) surface machined samples (no sub-surface porosity removal); and (iii) machined samples without sub-surface porosity. After printing, each sample was thermally treated through stress relief, solution heat treatment, and artificial aging. Quite interestingly, the authors observed that the machined samples without sub-surface porosity reached a fatigue limit (10 7 cycles) at a stress level of 175 MPa. However, the fatigue life was significantly reduced in the presence of sub-surface pores, independent of the surface roughness. In fact, the fatigue behavior was similar both for machined samples with sub-surface pores and for samples in their as-built state. The authors therefore concluded that, for this aluminum alloy, the fatigue behavior is influenced by the presence of sub-surface defects rather than by the surface roughness.
The results published by Yang et al. [36] appear to be complementary, rather than superimposable, to the outcomes achieved in the present research. In fact, Yang et al. did not pre-heat the build platform (they imposed a base plate temperature of 65 • C) and they thermally post-processed the samples. To the contrary, in the present contribution no stress relief nor thermal treatment was required, since the build platform was pre-heated to 200 • C, which served to minimize residual stresses. These two different manufacturing procedures also imply different potential applications, since aluminum-based parts in the T6 state, like those described by Yang et al., can also be addressed to high-temperature working conditions on account of the additional treatment they received. The samples presented here are instead in their as-built state and therefore their production is cheaper, but their application is limited to low-temperature conditions. Moreover Yang et al. [36] performed their fatigue tests at a frequency of 100 Hz, whereas the present parts were tested at 5 Hz. It is therefore expected that the response might be different and, from this point of view, the analysis of the effect of frequency on fatigue phenomena could be the subject for future additional investigations on A357.0 parts produced by AM techniques.
is cheaper, but their application is limited to low-temperature conditions. Moreover Yang et al. [36] performed their fatigue tests at a frequency of 100 Hz, whereas the present parts were tested at 5 Hz. It is therefore expected that the response might be different and, from this point of view, the analysis of the effect of frequency on fatigue phenomena could be the subject for future additional investigations on A357.0 parts produced by AM techniques. Regarding the analysis of the fracture surfaces, as displayed in Figure 5 , the failure under highcycle fatigue conditions starts at a sub-surface crack (Figure 5a ) in proximity to an entrapped porosity (detail in Figure 5b ). This confirms the role of sub-surface pores in the fatigue failure mechanism of A357.0 parts processed by L-PBF, as already observed in the past by Yang et al. [36] . The rupture morphology in the mid zone appears as in Figure 5c , with the exceptional evidence of a lack of fusion (detail in Figure 5d ). In fact, in spite of the process optimization, some isolated defects caused by a lack of fusion could be observed in the finished parts. According to Yang et al., the most frequent defects in as-processed SLM parts are irregularly shaped defects, usually large in size and sometimes aligned along the building direction, which Yang et al. attributed to the lack of fusion. As stated by Yang et al. [36] , such defects can be significantly reduced but not completely eliminated, even if process parameters are optimized. Generally speaking, despite process optimization, numerous and often unavoidable defects affect L-PBF aluminum parts. As a result, several authors agree that achieving defect-free AM Al parts is still beyond the current processing standards and can be anticipated in the near future [3, 43, 44] . As an example, minimizing porosity has been repeatedly recognized as a major challenge [11] . In any case, it is worth noting that, in the A357.0 parts investigated here, defects associated with the lack of fusion were not observed to trigger failure initiation. The latter result is particularly noteworthy if the classification of defects and their effect on mechanical response proposed by Zhang et al. is considered [44] . In fact, Zhang et al. ascribe a major role in fatigue failure to the lack of fusion defects, as compared to sub-surface round pores whose effect is less harmful. Since in the present contribution a lack of fusion is never observed as a cause of crack initiation, it can be concluded that the presence of such defects is extremely rare. The portion of the cross-section that breaks last shows a cellular fracture, typical of multi-phase materials ( Figure  5e ) [45] . Extremely fine hexagonal domains are observed that are known in the literature to be due to silicon precipitates at the boundaries of a cellular microstructure (Figure 5f ) [45] . Apart from the failure initiation point, the rest of the rupture surface presents two different morphologies in the skin Regarding the analysis of the fracture surfaces, as displayed in Figure 5 , the failure under high-cycle fatigue conditions starts at a sub-surface crack (Figure 5a ) in proximity to an entrapped porosity (detail in Figure 5b ). This confirms the role of sub-surface pores in the fatigue failure mechanism of A357.0 parts processed by L-PBF, as already observed in the past by Yang et al. [36] . The rupture morphology in the mid zone appears as in Figure 5c , with the exceptional evidence of a lack of fusion (detail in Figure 5d ). In fact, in spite of the process optimization, some isolated defects caused by a lack of fusion could be observed in the finished parts. According to Yang et al., the most frequent defects in as-processed SLM parts are irregularly shaped defects, usually large in size and sometimes aligned along the building direction, which Yang et al. attributed to the lack of fusion. As stated by Yang et al. [36] , such defects can be significantly reduced but not completely eliminated, even if process parameters are optimized. Generally speaking, despite process optimization, numerous and often unavoidable defects affect L-PBF aluminum parts. As a result, several authors agree that achieving defect-free AM Al parts is still beyond the current processing standards and can be anticipated in the near future [3, 43, 44] . As an example, minimizing porosity has been repeatedly recognized as a major challenge [11] . In any case, it is worth noting that, in the A357.0 parts investigated here, defects associated with the lack of fusion were not observed to trigger failure initiation. The latter result is particularly noteworthy if the classification of defects and their effect on mechanical response proposed by Zhang et al. is considered [44] . In fact, Zhang et al. ascribe a major role in fatigue failure to the lack of fusion defects, as compared to sub-surface round pores whose effect is less harmful. Since in the present contribution a lack of fusion is never observed as a cause of crack initiation, it can be concluded that the presence of such defects is extremely rare. The portion of the cross-section that breaks last shows a cellular fracture, typical of multi-phase materials (Figure 5e ) [45] . Extremely fine hexagonal domains are observed that are known in the literature to be due to silicon precipitates at the boundaries of a cellular microstructure (Figure 5f ) [45] . Apart from the failure initiation point, the rest of the rupture surface presents two different morphologies in the skin and core areas, with a distinction that becomes more and more evident at increasing distance from the failure initiation point (Figure 5g,h) . and core areas, with a distinction that becomes more and more evident at increasing distance from the failure initiation point (Figure 5g,h) . If the specimens tested under low-cycle fatigue conditions are considered, a similar start to the failure mechanism is observed, as exemplified in Figure 6a ,b. The intermediate zone is almost absent and ductile failure is observed in the greatest part of the specimen section (details provided in Figure 6c,d) . If the specimens tested under low-cycle fatigue conditions are considered, a similar start to the failure mechanism is observed, as exemplified in Figure 6a 
Conclusions
On account of the increasing need for new feedstock materials for AM and related information about their mechanical performance, the fatigue behavior of A375.0 parts produced via laser-based powder bed fusion was investigated by means of two combined approaches. The Wohler diagram was drawn according to UNI EN 3987:2010 up to 2 × 10 6 cycles, which was considered as the infinite lifetime limit. The fatigue strength at 2 × 10 6 cycles was instead statistically analyzed according to ISO 12107:2012, thus obtaining a mean value of 60 MPa and a standard deviation of 5.3 MPa. The samples were tested in their as-built state, thus validating their reliability as well as providing a benchmark for industrial applications and for potential future comparative analyses, including the effect of specific thermal treatments. 
